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ROBUST
Light-weight metal housing suitable for the
most demanding production environment.

EASY TO USE
Suspension bail to reduce operator fatigue.

PROVEN
High-precision components tested to
the highest standards in the industry.

COMFORTABLE
No reaction tool with oil-resistant NBR grip
for superior protection against slip,
chemicals, and vibration.

COMPACT
At 152 mm in length and weighting in
at 0.98 kg, it is the lightest
and most compact tool in its class.

EASY TO OWN
Easy to disassemble and simple to service.

CAPABLE
Tried-and-true motor and impact mechanism
have been tuned to deliver more power
while improving durability.

SILENT
Swivel exhaust with new silencer design cuts
the noise in half with no effect on power.

For decades, craftsmen
have depended on

Master Power Impact Drivers 
to deliver reliable

performance in a variety
of assembly, maintenance,

and repair industries.

The New MP2264B and 
MP2265B improves upon 

performance, durability, and 
comfort to deliver superior 

value over the competition.

HEAVY-DUTY
INDUSTRIAL
AIR IMPACT 

DRIVERS

MP2264B
MP2265B

NEW
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Detachable clip adds
versatility while staying

out of the way

4-position speed
adjustment for precise 

control. One-hand 
forward/reverse lever
can be positioned for 

right- or left-hand use.

MP2265B with 3/8” Pin
Detent Square Drive

MP2264B with 1/4” Hex
Quick Change Bit Holder
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 Model Output Drive

Working Torque 
Range Max Torque Free Speed Sound Level Blows 

Per
Minute

Vibration Weight Length Avg. Air Con-
sumption Air Inlet Min. Hose ID

N.m. N.m. 1/min
Pressure Power

(m/s2) kg mm
 FS  Load

NPT mm
dBA dBA L/s L/s

MP2264B 1/4” Hex Quick Change 14-122 150 10000 84 91 2000 2,2 0,98 152 4 16 1/4” 10

MP2265B 3/8” Pin-Detent Square 14-122 150 10000 84 91 2000 2,2 0,98 152 4 16 1/4” 10

All tool performance rated at 6.2 bar

GENERAL ASSEMBLY
-Appliance and large electronics assembly
-RV and mobile home manufacturing
-Lawn & garden equipment assembly
-Metal apparatus and fixtures
-Water heaters, pumps, valves, and general equipment assembly
-Automotive, motorcycle, and transportation

WOODWORKING
-Wood structural production and assembly
-Furniture assembly

ELECTRICAL PANELS AND COMPONENTS
-HVAC and subassemblies
-Generators and outdoor equipment

MAINTENANCE, REPAIR, AND OVERHAUL
-Disassembly
-Rework of aforementioned products

TRIED-AND-TRUE IN A
VARIETY OF APPLICATIONS:

PRODUCT SPECIFICATIONS
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